THE LOWER 90 ARC OF THE
BARREL OF THE PIPE SHOULD
BE IN FIRM CONTACT WITH
UNDISTURBED EARTH.

SMALL EXCAVATIONS SHOULD BE MADE FOR THE BELLS. THESE
SHOULD BE NO LARGER THAN NECCESSARY TO CLEAR THE BELL.

MIN. 1.25 Bc + 127

HAND BACKFILL

NATIVE GRANULAR MATERIAL
PROVIDING THAT LESS THAN
%ISgZ}EPASSES THE NO. 200

LEGEND
Bc=OUTSIDE DIAMETER

FLOWABLE FILL MAY BE UTILIZED
IN LIEU OF COMPACTED
BACKFILL. DESIGN MIX SHALL
HAVE A MIN. OF 200 PSI &
g:—llj,%LL EXTEND TO 1'—0" ABOVE

— SPRINGLINE
MECHANICALLY TAMPED IN 4~
LAYERS USING SUITABLE =~
EXCAVATION MATERIAL 5 % Be
PIPE SHALL BE BEDDED FIRMLY ON/
UNDISTURBED GROUND, EXCAVATE
FOR BELLS, NO WEIGHT SHALL BE
SUPPORTED BY THE BELLS
NOTES: PREPARED BY: DLZINDIANA,LLC
1. THIS UTILITY PIPE BEDDING DETAIL "A" SHALL BE USED FOR ANY RIGID UTILITY PIPE, OTHER THAN ::*g;\if_&_ff‘;@'ﬁ,'
SANITARY OR STORM, THAT IS INSTALLED BY OPEN CUT. 7 Vj/;s\“t'a;;\f%'s’
2. THIS BEDDING DETAIL IS NOT PERMITTED FOR THE INSTALLATION OF ANY FLEXIBLE UTILITY PIPE. I ¢ N %
REFER TO DETAIL VII-=2 FOR THE UTILITY PIPE INSTALLATION DETAIL FOR FLEXIBLE PIPE. g*" F'E10'\:c()l.0882 1*?,
3. IF NATIVE MATERIAL IS GREATER THAN 15% PASSING THE NO. 200 SIEVE THEN BEDDING DETAIL "B” %,2;."" ,"5;'
WILL BE USED EXCLUSIVELY. N IS, S E
4. BACK—FILL IN STREETS, ALLEYS, SIDEWALKS, OR DRIVING AREAS SHALL BE IN 6” LAYERS, SOLIDLY "?s;“'“"z :.:':
TAMPED TO SUB—GRADE OF STREET BASE. M INAL
5. BACK—FILL SHALL BE COMPACTED TO 95% STANDARD PROCTOR.
6. BACK—FILL IN EASEMENT OR OPEN AREAS SHALL BE IN 12" LAYERS SOLIDLY TAMPED. {i e E
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UTILITY PIPE
BEDDING DETAIL "A”

SHT. NO.

VII-1




NATIVE WELL—GRADED SAND,—/k‘

CRUSHED STONE OR GRAVEL

MIN. 12"

SPRINGLINE

1/2 Be

INDOT NO. 8, 9 OR 53 WITH A

50% MECHANICAL CRUSH

COUNT.

CRUSHED STONE OR GRAVEL
INDOT NO. 8, 9 OR 53 WITH A
50% MECHANICAL CRUSH
COUNT.

NOTES:

—_

4"

THAN SANITARY OR STORM, THAT IS INSTALLED BY OPEN CUT.
ALL BEDDING AND INITIAL BACKFILL SHALL BE INSTALLED IN 4” TO 6" BALANCED LIFTS AND

LEGEND

Bc=OUTSIDE DIAMETER OF PIPE

THIS UTILITY PIPE BEDDING DETAIL "B” SHALL BE USED FOR ANY FLEXIBLE UTILITY PIPE, OTHER

PREPARED BY: DLZ INDIANA, LLC

2.
MECHANICALLY TAMPED. E ",
3. BEDDING MATERIAL SHALL BE HAND PLACED AROUND THE HAUNCH AND SIDES OF THE PIPE TO o No v g
ENSURE PROPER COMPACTION AND COMPLETE FILLING OF ALL VOIDS. 2% pe10100882 ¢ -
4. THE MATERIALS IN AND AROUND THE PIPE HAUNCH SHALL BE COMPACTED IN PLACE BY SHOVEL %g'\\ /’g;’
SLICING DURING THE INSTALLATION. 'a,’q«\\,s,:fth//é/j
5. BACK—FILL IN STREETS, ALLEYS, SIDEWALKS, OR DRIVING AREAS SHALL BE IN 6” LAYERS, '*S&S;E'_"'——g =
SOLIDLY TAMPED TO SUB—GRADE OF STREET BASE. R
6. BACK—FILL SHALL BE COMPACTED TO 95% STANDARD PROCTOR.
7. BACK—FILL IN EASEMENT OR OPEN AREAS SHALL BE IN 12” LAYERS SOLIDLY TAMPED.
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UTILITY PIPE

BEDDING DETAIL "B”

SHT. NO.

VII-2




